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XIAN HENG INTERATIONAL BETE

ECT-12042
Battery Powered Crimping Tool

01 Product Introduction

4 42mm large opening jaw, more convenient to put in and take out crimping objects, also suitable for crimping
intermediate joints

4 Cshape head, crimping head rotates 350°

4 Two stage hydraulics, automatic pressure release

4 Built-in intelligent computer chip, OLED display is easy to read information

4 Equipped with LED work light to make work easier

4 High-capacity 18V power-on display lithium battery with fast charger

4 PP plastic, molding in one, strong and anti-impact
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The OLED screen can display The new continuous crimping Built-in safety valve with
the remaining power and the function makes the construction automatic pressure relief
number of operation cycles more efficient

02 Product Specifications

Crimping Force 03 Standard List

Stroke 42mm

Rated Pressure 700bar

Crimping Capacity Max 400mm?2, LGJ35-95mm?
Oil volume About 160ml

Standard Dies Cu50-400mm?
Net Weight 7.0kg
Gross Weight 15.3kg
Dimensions 44x28x7cm
Packing Size 59x51x14cm
Standard
0 Crimping tool 1 pc
Battery 2 pcs
Charger 1 pc
Battery DC 18V 4.0Ah Shoulder strap 1 pc
. Durable tool case 1 pc
impi 5~15s/time
Crimping cycle (according to the size of the terminal) Standard dies 9 pcs
Crimping times About 120 times (Cu50/70/95/120/150/185/240/300/400mm?)
(Cu150mm?/ fully charged) (Optional dies: 6/10/16/25/35mm?)

Charging time About 40 minutes
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04 Product Specifications

42mm large opening

* Working light

Rubber head

Shoulder strap

Pressure release button

OLED screen
Trigger

Air grid

Rubber handle Warning light

4.0Ah 18V Li-ion battery e——o Shoulder strap

4.0n ﬁﬂm@mmw

05 Working On Site
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Application

4 Copper and aluminum terminals/
lugs, cable terminals/lugs

4 Copper/Aluminum Transition Joint
4 Intermediate joint

4 Terminals for charging piles

Country 4 H-type wire clamp

Brazil Mexico 4 Other metal connecting parts
C-clamp die crimping operation

Country

C-clamp die crimping operation





